
 

 

KEM INJECT OXYDAMP- C 
Synthetic Solution Against Rising 
Dampness, Heavy Moisture Penetration 
and Salt Contamination 

Ref. WP/CO-V1-1013 

Description 

KEM INJECT OXYDAMP - C is a very low viscosity 
synthetic resin solution. It penetrates deeply into 
even the smallest capillaries and pores in building 
materials. Due to its very low density and a surface 
tension that is less than that of water, KEM INJECT 
OXYDAMP – C pushes water out of the capillaries. 
Capillaries treated in this way become lined and 
water repellent. The curing of the injected product 
is independent of the drying of the masonry. 
 
After its full cure, KEM INJECT OXYDAMP - C 
remains flexible, does not disintegrate or give rise 
to effloresce and does not affect steel 
reinforcement.  
 
KEM INJECT OXYDAMP - C is resistant to all of the 
usual aggressive masonry corrosives, such as mild 
acids, alkalis’ and salts both during application and 
after full cure.  
 
Use 

KEM INJECT OXYDAMP – C Can also be applied 
using the low pressure injection system for 
mitigating rising dampness in masonry walls. 
 
Typical Properties 

Physical appearance    : Light yellowish Liquid 
Density                            : 0.79 + 0.02 
Type of effect                : Narrowing of pores / 
hydrophobing of pore walls 
Viscosity, Ford cup B 4 : 12 seconds (Compared to     
water: 1 cps) 
Surface tension           : Approx. 24 mN/m 

(Compared to water: 73 mN/m) 

 

 

 

 

Packaging 

10 Liter pack 
 

Coverage  

Approx. 75 – 80 ml/ft in wall thickness 

Precautions 

After the application of KEM INJECT OXYDAMP - C, 
salts which are already present in the substrate 
can during the drying process cause efflorescence 
and have damaging effects. We recommend the 
application of KEM EPOXY GROUT ELV and the 
application of a coat of a KEM BRICKLINE 10 
Plaster System. 
 
If cement based systems such as sealing slurries or 
plasters are to be applied after KEM INJECT 
OXYDAMP - C has been applied, and then this 
should be done at the earliest two weeks after the 
application of the horizontal barrier. If applied 
earlier, discolorations may occur due to migration 
of the KEM INJECT OXYDAMP - C.  
 
 

Storage and Shelf life 

Store the material in sealed leak proof containers. 
In originally sealed packages, the material can be 
stored for 12 months.  
 

Flammability 

KEM INJECT OXYDAMP – C is flammable.  
 

Technical Service 

Chembond has established itself in various fields 
on the basis of its dependable technical service. 
For this purpose, we maintain a well equipped 
laboratory for research & quality assurance of all 
products. Our experienced personnel are always 
on call and would always be available for product 
demonstrations and product performance 
monitoring. 

Limitation of Liability: 

This information is based on our current level of 
knowledge. It is given in a good faith but it is not 
intended to guarantee any particular properties. The 
users must satisfy themselves that there are no 
circumstances requiring additional information or 
precautions or he verification of details given herein. 
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